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CONSTRUCTION DETAILS

A)
B)
C)
D)

E)

F)

Pull back existing interconnect cable and install new 12-pair

interconnect cable in existing condui+t

Pull back existing interconnect cable and install new 12-pair

interconnect cable in existing handhols

Install new 12-pair interconnect cable in proposed handhole and

rerouta existing interconnect cable from signal

Instal |l new 12-pair interconnect cable in proposed conduit and

reroute existing interconnect cable from signal
Instal!l existing interconnect cable from signal

and proposed interconnect to signal at MO 198 in proposed

cabinet/control ler

Remove existing interconnect cable +o Giant Entrance and

at Giant entrance

at Giant entrance
at Gilant entrance

install new

12-pair interconnect cable t0 signal at National Drive in existing

cabinet/control ler

Pull back existing interconnect cable from signai

reroute to proposed cabinet/controller at National Drive
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INTERCONNECT PLAN WIRING DIAGRAM

A.B

SCALFE: 17 = 807

WIRING KEY

A — EXISTING 12-PAIR INTERCONNECT CABLE TO GIANT ENTRANCE (NO. 22 AWG)
B — 12-PAIR INTERCONNECT CABLE TO MD 198 (NO. 22 AWG)
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GENERAL NOTES

All underground and overhead utillties shown on these plans are
schematic only and may not be complete. The contractor shall be
responsible for notifying miss utility prior to construction so that
all utilities may be located in the field. I+ the contractor perceives
that a confiict between the utilities and the traffic signal will

occurs the contractor shall notify the project engineer immediately so
that the conflict may be resclved.

All equipment. materidals. work zone sgafety meqasures,
and workmanship shall comply To the 2006 Maryland State
Highway Administration Manual on Uniform

Traffic Control Devices.

Disconnecting and splicing of interconnect cable shall be performed by
Montgomery County Forces. The contractor shall run the interconnect
cable into the base of each cabinet and properly tag the cable. Contact

M. Kamal Hamud at (301) 777-8761 seventy—two hours in advance of
intended work.
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